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[GENERAL NOTES] 
1. DO NOT FEED AGAINST ROTATION. FEED MAY BE ANY OF OTHER THREE DIRECTIONS. 
2. HOG MUST BE MOUNTED WITH BASE HORIZONTAL. DO NOT MOUNT HOG ON AN ANGLE TO 

FASCILITATE FEEDING. 
3. A REINFORCED CONCRETE FOUNDATION SHOULD EXTEND AT LEAST 6” BEYOND HOG ON 

ALL SIDES. THE MINIMUM THICKNESS IS 12”. LOCAL CODES AND FROST LINE WILL 
DETERMINE ACTUAL THICKNESS REQUIRED. 

4. UPPER HOPPER SHOULD BE DESIGNED SO THAT THERE IS A MINIMUM OF 60” FROM TOP OF 
FEED CONVEYOR BELT TO COMPANION FLANGE ON UPPER HOUSING. ALLOW 36” 
CLEARANCE ALL AROUND MACHINE FOR MAINTENANCE. 

5. FEED HOPPER OPENING “F” VARIES WITH APPLICATION. NORMALLY, “F” IS EITHER 35-3/8” 
OR 24”. 

6. ALL DIMENSIONS AND WEIGHTS SHOWN ARE STANDARD AND MAY VARY WITH SPECIAL 
INSTALLATIONS. 

7. (12) 1-3/4” DIA. HOLES FOR 1-1/2” N.C. ANCHOR BOLTS. BOLTS EXTEND 3” ABOVE 
MINIMUM OF 12” REINFORCED CONCRETE. 

8. MOTOR CAN BE MOUNTED EITHER END OF HOG. 
9. DURING NORMAL OPERATION THERE IS VERY LITTLE IMPACT OR VIBRATION LOAD 

TRANSMITTED TO THE BASE OF THE MACHINE. HOWEVER, IF HOG IS TO BE MOUNTED ON 
STEEL COLUMNS, THE SUPPORTING STRUCTURE SHOULD BE DESIGNED FOR 2-1/2 TIMES 
THE STATIC LOAD FOR SAFETY. 
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[DIMENSIONS IN INCHES]  

MODEL C K P V WR2 
#FT2 

APPROX 
WEIGHT 

LBS. 
21 XL-KC 57-3/4 28-7/8 16-7/8 10-3/4 3,955 15,800 

27 XL-KC 63-3/4 31-7/8 19-7/8 13-3/4 4,980 18,000 

33 XL-KC 69-3/4 34-7/8 22-7/8 16-3/4 6,005 20,200 

39 XL-KC 75-3/4 37-7/8 25-7/8 19-3/4 7,030 22,400 

45 XL-KC 81-3/4 40-7/8 28-7/8 22-3/4 8,055 24,600 

51 XL-KC 87-3/4 43-7/8 31-7/8 25-3/4 9,080 26,800 

57 XL-KC 93-3/4 46-7/8 34-7/8 28-3/4 10,105 29,000 

63 XL-KC 99-3/4 49-7/8 37-7/8 31-3/4 11,130 31,200 

69 XL-KC 105-3/4 52-7/8 40-7/8 34-3/4 12,155 33,400 

75 XL-KC 111-3/4 55-7/8 43-7/8 37-3/4 13,180 35,600 
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[SUB-BASE DIMENSIONS IN INCHES] 

MODEL A B C P WEIGHT 
LBS. 

21 XL-KC 117-1/2 37-3/4 38-7/8 16-7/8 3,001 

27 XL-KC 123-1/2 43-3/4 41-7/8 19-7/8 3,082 

33 XL-KC 129-1/2 49-3/4 44-7/8 22-7/8 3,163 

39 XL-KC 135-1/2 55-3/4 47-7/8 25-7/8 3,244 

45 XL-KC 141-1/2 61-3/4 50-7/8 28-7/8 3,325 

51 XL-KC 147-1/2 67-3/4 53-7/8 31-7/8 3,406 

57 XL-KC 153-1/2 73-3/4 56-7/8 34-7/8 3,487 

63 XL-KC 159-1/2 79-3/4 59-7/8 37-7/8 3,568 

69 XL-KC 165-1/2 85-3/4 62-7/8 40-7/8 3,649 

75 XL-KC 171-1/2 91-3/4 65-7/8 43-7/8 3,730 

 


